TM-3100D, TM-3200 D+, TM-3300 2CA, TM-3400 CI+

· Fully MPEG-2 & DVB-S Compliant 

· Built in satellite finder it will , find and display name 

· It will identify the satellite and display the name of the screen 

· Default channels from the receiver no need of PC 

· Restore default channels 

· 6000 Channels, 4000 transponders & 100 Satellites Programmable 

· PIP (Picture in Picture) and Short Time Record 

· SCPC/MCPC Receivable from C/KU band Satellite 

· DiSEqC 1.0, 1.1, 1.2 & 1.3 (USALS) compatible with 22KHz Tone 

· Auto DiSEqC Detection 

· On screen possitioner display 

· Saves Position per channels in motorise 

· Automatic Search for Transponders and Channels 

· Zoom Function 

· 8 Favourite Groups 

· Parental Lock Control 

· 7 days Extended EPG (Electronic Program Guide) 

· DVB Subtitle by OSD/VBI 

· Multi Picture in Graphic (PIG) Display: 4, 9, 12 & 16 

· 9 Languages Supported: English, German, French, Polish, Spanish, Arabic, Turkish, Persian, Dutch 

· Channel Sort & Find 

· Colour Control (Contrast, Brightness, Colour) 

· Multi Language Audio and Subtitle Support 

· PLL RF Modulator CH.21-69 with PAL, I, B/G, D/K & NTSC 

· Supports Multi TV Standards: PAL G, I, K, M & NTSC 

· 2 Scarts for TV & VCR (RGB/CVBS) 

· Optical Digital Audio Output [S/PDIF] with Dolby Digital Bitstream Out 

· RS232 Port for Software Upgrade Receiver to Receiver 

· Automatic Network Search 

· Timer Function 

· SatcoDX compatible 

· LNB Short Circuit Protection 

· Available Models: 

· TM-3100 D = Free-To-Air 

· TM-3200 D+ = Free-To-Air + 1 Card Reader 

· TM-3300 2CA = Free-To-Air + 2 Card Readers 

· TM-3400 CI+ = Free To Air + one card reader one ci slot 

Available Models: 

· TM-3100 D = Free-To-Air 

· TM-3200 D+ = Free-To-Air + 1 Card Reader 

· TM-3300 2CA = Free-To-Air + 2 Card Readers 

· TM-3400 CI+ = Free-To-Air + 1 Card Reader & 1 common interface (CI Slot) 

